


Type: ML2/R2/2-H

*Compact winch with two drums in line.

*Electric or hydraulic drive.

*Manual or pneumatic operation from the bridge or

the deck.

TECHNICAL SPECIFICATIONS
(Adaptable to the clients needs)

*Power:  260 Cv to 1200 r.p.m.

*Drum revolutions:  42 r.p.m.

*Hoisting: 114 m/min (to Ø middle).

*Pull: 8500Kg (to Ø middle).

*Wire capacity: 4000m of  Ø20mm.

NOTE: Approximate dimensions in mm.
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Type: ML3/R31/4

* Compact winch with two superior drums in line for the

wire and two inferior netdrums.

*Electric or hydraulic drive.

*Manual or pneumatic operation from the bridge or the

deck.

TECHNICAL SPECIFICATIONS
(Adaptable to the clients needs)

*Power:  350 Cv to 1200 r.p.m.

*Drum revolutions:  46 r.p.m.

*Netdrum revolutions: 25 r.p.m

*Drum hoisting  127 m/min (to Ø middle).

*  82 m/min (to Ø middle).

*Pull (trawl drum): 10.500Kg (to Ø middle).

*Pull (netdrum): 11.500Kg (to Ø middle).

*Wire capacity: 2700m of  Ø21mm.

*Rope capacity: 400m of  Ø36mm.

*Net capacity: 2 x 4,6 m³.

Inscrita	en	el	registro	Mercantil	de	A	Coruña,	Tomo	2.805	del	Archivo,	Sección	General,	folio67,	hoja	nº	C-32.590	|	CIF:	B15925191

5998

4964

4062

39
3

16
22

,5

332 3730

Ø1750

Ø13
50

1535

89
5

1535

2005 2005

Ø3
43

Ø406 

NOTE: Approximate dimensions in mm.



Type: MS/0/1-H

*Split winch with one drum.

*Hydraulic motor slow with high torque.

*Manual or pneumatic operation from the bridge or

the deck.

TECHNICAL SPECIFICATIONS
(Adaptable to the clients needs)

*Power:  165 Cv to 28/56 r.p.m.

*Drum revolutions:  28/56 r.p.m.

*Hoisting: 97/194 m/min (to Ø middle).

*Pull: 7.200/3.600 Kg (to Ø middle).

*Wire capacity: 3000m of  Ø22mm.

*Rope capacity: 400m of  Ø45mm.
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NOTE: Approximate dimensions in mm.



Type: MS4/R5/2
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*Split winch with one drum.

*Electric or hydraulic drive.

*Manual or pneumatic operation from the bridge or

the deck.

TECHNICAL SPECIFICATIONS
(Adaptable to the clients needs)

*Power:  400 Cv to 1000 r.p.m.

*Drum revolutions :  34.5 r.p.m.

*Hoisting: 114 m/min (to Ø middle).

*Pull: 13.500 Kg (to Ø middle).

*Wire capacity: 3100m of  Ø28mm.

*Rope capacity: 140m of  Ø38mm.

NOTE: Approximate dimensions in mm.



Type: CHR/H2R/40-80
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NOTE: Approximate dimensions in mm.

*Anchor winch.

*Hydraulics motors slow with high torque.

*Manual or pneumatic operation from the bridge or

the deck.

TECHNICAL SPECIFICATIONS
(Adaptable to the clients needs)

*Power:  270 Cv to 57 r.p.m.

*Drum revolutions:  9.5 r.p.m.

*Hoisting: 29 m/min (to Ø middle).

*Pull: 42.700 Kg (to Ø middle).

*Wire capacity: 125m of  Ø50mm.
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Type: NME/R41/2
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* Compact winch with four superior drums in line for

the wire and four inferior rope drums.

*Electric or hydraulic drive.

*Manual or pneumatic operation from the bridge or the

deck.

TECHNICAL SPECIFICATIONS
(Adaptable to the clients needs)

*Power:  300 Cv a 975 r.p.m.

*Drum revolutions: :  36 r.p.m.

*Hoisting: 98 m/min (to Ø middle).

*Pull: 12.000 Kg (to Ø middle).

*Wire capacity: 2300m of  Ø24mm.
    and

                200m of  Ø30mm.

*Rope capacity: 190m of  Ø50mm.

NOTE: Approximate dimensions in mm.



Type: CHC 6020
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*Mooring or windlass winch.

*Electric or hydraulic drive.

TECHNICAL SPECIFICATIONS
(Adaptable to the clients needs)

*Power:  10 Cv a 1500 r.p.m.

*Drum revolutions :  15 r.p.m.

*Hoisting: 20 m/min (to Ø middle).

*Pull: 1.275 Kg (to Ø middle).

*Wire capacity: 227m of  Ø22mm.

NOTE: Approximate dimensions in mm.



Type: CHC2/12
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*Gilson winch.

*Hydraulic motor slow with high torque.

TECHNICAL SPECIFICATIONS
(Adaptable to the clients needs)

*Power:  100 Cv to 15 r.p.m.

*Drum revolutions :  15 r.p.m.

*Hoisting: 30 m/min (a Ø middle).

*Pull: 14.600 Kg (to Ø middle).

*Wire capacity: 150m of  Ø28mm.

NOTE: Approximate dimensions in mm.



Type: CHC 8540
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*Auxiliary winch.

*Electric or hydraulic drive.

TECHNICAL SPECIFICATIONS
(Adaptable to the clients needs)

*Power:  30 Cv a 1450 r.p.m.

*Drum revolutions:  12.4 r.p.m.

*Hoisting: 23.6 m/min (to Ø middle).

*Pull: 3.000 Kg (to Ø middle).

*Wire capacity: 350m of  Ø24mm.

NOTE: Approximate dimensions in mm.



Type: MA2/20
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*Anchor windlass.

*Electric or hydraulic motor.

TECHNICAL SPECIFICATIONS
(Adaptable to the clients needs)

*Power:  15 Cv to 1460 r.p.m.

*Drum revolutions:  14 r.p.m.

*Hoisting: 11.5 m/min (to Ø middle).

*Pull: 3.500 Kg (to Ø middle).

*Chain:  Ø20.5mm.(grade k2).

NOTE: Approximate dimensions in mm.



Type: MA1/36
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*Anchor windlass.

*Electric or hydraulic motor.

TECHNICAL SPECIFICATIONS
(Adaptable to the clients needs)

*Power:  20/30 Cv to 750/1500 r.p.m.

*Drum revolutions:  7 r.p.m.

*Hoisting: 10 m/min.

*Pull: 6.150 Kg.

*Chain:  Ø36 mm.(grade k3).

NOTE: Approximate dimensions in mm.

75
0

15
72

1250 1990

1626

15°

20°



Type: MR1/B/4-H
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*Netdrum.

*Hydraulic motor slow with high torque.

*Intermediate side can be removable or

displaceable(optional).

TECHNICAL SPECIFICATIONS
(Adaptable to the clients needs)

*Power:  105 Cv to 20 r.p.m.

*Drum revolutions:  20  r.p.m.

*Hoisting: 74 m/min (to Ø middle).

*Pull: 6.000 Kg (to Ø middle).

*Net capacity :  2 x 6 m³.

NOTE: Approximate dimensions in mm.



Type: MR2/B/8/3-H
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*Double netdrum.

*Hydraulic motor slow with high torque.

TECHNICAL SPECIFICATIONS
(Adaptable to the clients needs)

*Power:  91 Cv to 16 r.p.m.

*Drum revolutions:  16  r.p.m.

*Hoisting: 61 m/min (to Ø middle).

*Pull: 6.400 Kg (to Ø middle).

*Net capacity :  2 x 6 m³.

NOTE: Approximate dimensions in mm.



Type: CVE2/5
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*Capstan.

*Electric or hydraulic motor.

TECHNICAL SPECIFICATIONS
(Adaptable to the clients needs)

*Power:  15 Cv to 1460 r.p.m.

*Revolutions: 10 r.p.m.

*Hoisting: 14 m/min .

*Pull: 3.150 Kg .

NOTE: Approximate dimensions in mm.

Ø460 34
8

46
0

80
8

1007630

830

84
5

60
72

5
60




